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utility company to which the power is 
supplied for sale. 

[44 FR 33613, June 11, 1979, as amended at 48 
FR 3737, Jan. 27, 1983; 63 FR 49453, Sept. 16, 
1998; 65 FR 61752, Oct. 17, 2000; 66 FR 18551, 
Apr. 10, 2001] 

§ 60.42a Standard for particulate mat-
ter. 

(a) On and after the date on which 
the performance test required to be 
conducted under § 60.8 is completed, no 
owner or operator subject to the provi-
sions of this subpart shall cause to be 
discharged into the atmosphere from 
any affected facility any gases which 
contain particulate matter in excess of: 

(1) 13 ng/J (0.03 lb/million Btu) heat 
input derived from the combustion of 
solid, liquid, or gaseous fuel; 

(2) 1 percent of the potential combus-
tion concentration (99 percent reduc-
tion) when combusting solid fuel; and 

(3) 30 percent of potential combustion 
concentration (70 percent reduction) 
when combusting liquid fuel. 

(b) On and after the date the particu-
late matter performance test required 
to be conducted under § 60.8 is com-
pleted, no owner or operator subject to 
the provisions of this subpart shall 
cause to be discharged into the atmos-
phere from any affected facility any 
gases which exhibit greater than 20 
percent opacity (6-minute average), ex-
cept for one 6-minute period per hour 
of not more than 27 percent opacity. 

§ 60.43a Standard for sulfur dioxide. 
(a) On and after the date on which 

the initial performance test required to 
be conducted under § 60.8 is completed, 
no owner or operator subject to the 
provisions of this subpart shall cause 
to be discharged into the atmosphere 
from any affected facility which com-
busts solid fuel or solid-derived fuel, 
except as provided under paragraphs 
(c), (d), (f) or (h) of this section, any 
gases which contain sulfur dioxide in 
excess of: 

(1) 520 ng/J (1.20 lb/million Btu) heat 
input and 10 percent of the potential 
combustion concentration (90 percent 
reduction), or 

(2) 30 percent of the potential com-
bustion concentration (70 percent re-
duction), when emissions are less than 
260 ng/J (0.60 lb/million Btu) heat input. 

(b) On and after the date on which 
the initial performance test required to 
be conducted under § 60.8 is completed, 
no owner or operator subject to the 
provisions of this subpart shall cause 
to be discharged into the atmosphere 
from any affected facility which com-
busts liquid or gaseous fuels (except for 
liquid or gaseous fuels derived from 
solid fuels and as provided under para-
graphs (e) or (h) of this section), any 
gases which contain sulfur dioxide in 
excess of: 

(1) 340 ng/J (0.80 lb/million Btu) heat 
input and 10 percent of the potential 
combustion concentration (90 percent 
reduction), or 

(2) 100 percent of the potential com-
bustion concentration (zero percent re-
duction) when emissions are less than 
86 ng/J (0.20 lb/million Btu) heat input. 

(c) On and after the date on which 
the initial performance test required to 
be conducted under § 60.8 is complete, 
no owner or operator subject to the 
provisions of this subpart shall cause 
to be discharged into the atmosphere 
from any affected facility which com-
busts solid solvent refined coal (SRC–I) 
any gases which contain sulfur dioxide 
in excess of 520 ng/J (1.20 lb/million 
Btu) heat input and 15 percent of the 
potential combustion concentration (85 
percent reduction) except as provided 
under paragraph (f) of this section; 
compliance with the emission limita-
tion is determined on a 30-day rolling 
average basis and compliance with the 
percent reduction requirement is deter-
mined on a 24-hour basis. 

(d) Sulfur dioxide emissions are lim-
ited to 520 ng/J (1.20 lb/million Btu) 
heat input from any affected facility 
which: 

(1) Combusts 100 percent anthracite, 
(2) Is classified as a resource recovery 

unit, or 
(3) Is located in a noncontinental 

area and combusts solid fuel or solid- 
derived fuel. 

(e) Sulfur dioxide emissions are lim-
ited to 340 ng/J (0.80 lb/million Btu) 
heat input from any affected facility 
which is located in a noncontinental 
area and combusts liquid or gaseous 
fuels (excluding solid-derived fuels). 

(f) The emission reduction require-
ments under this section do not apply 
to any affected facility that is operated 
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